
P
rocedure for M

ounting N
ew

 R
udder B

lades

C
heck S

caling of this tem
plate.

M
easure the dim

ensions draw
n on the print.  Tw

o directions given, 9 3/8" and 6 3/8". N
ote hole locations on tem

plate needed for your particular boat.

E
xam

ple:
A

-A
, H

obie 14' &
 16' A

djustable rudder cam
s.

B
-B

, H
obie 14' &

 16'  N
on-adjustable rudder cam

s.
C

-C
, H

obie 18'            N
on-adjustable rudder cam

s.
D

-D
, H

obie W
ave, 17', 18', and 21'.

C
arefully cut out tem

plate.
(F

olded areas create a �rigid box� at right angle to the tem
plate.  T

hese w
ill

be used to align at top and front of rudder blade.)
F

old on dotted lines.  B
end paper to keep corners square.  Insert tabs into

slots and bend to lock.
Lay on left side of rudder head and center punch both holes.
D

rill rudder w
ith 3/32" bit to reduce drifting.  O

nly
needs to be about
¼

" deep.
D

rill sam
e holes w

ith 5/16" bit again only ¼
"

deep.
P

lace rudder in casting w
ith bolts start-

ed and
check for proper rake and fit.

O
nce happy w

ith fit, drill rudder
from

 right 
side through
the castings
to finish and 
connect w

ith
¼

" deep hole
from
P

ort side.

H
ave a

H
obie D

ay.




